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MFG. DATE:
_________

SERIAL #_______________________________

LISTED

UL
 C           US  

R

POWER SYSTEMS

ITEM # 4612-SERIES

801-1200A   50/60Hz   3ɸ + N + G 
TRANSFER SWITCH ACCESSORY 

CAM-STYLE INLET BOX

TYPE: 3R

 

 

  16.00  

  20.00  

  16.00  

  67.00  

1050-16J-ASSY

801-1200A

TEMPTAP W/ DISCONNECT
GENERATOR INLET BOXPOWER SYSTEMS, INC.

3 PHASES + N + G

GALV STEEL

WRINKLE GRAY (RAL 7035)

12 GAUGE 

EST. WEIGHT:

REFERENCE:
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PART NUMBER SHEET

THICKNESS:

eslpwr.com  -  info@eslpwr.com
(951) 739-7000  (800) 922-4188

CORONA, CALIFORNIA

MATERIAL:

WITHOUT THE PERMISSION OF ESL.

Lbs.

4612-SERIESM
O

D
E

L
:

1198

4.

OR DISCLOSED IN WHOLE OR IN PART TO ANYONE 
OR WHEREWITH IS NOT TO BE REPRODUCED. USED 
THIS DOCUMENT AND THE DATA DISCLOSED HEREIN 

NOTES:

FINISH POWDER COATED SERIES W49. 1.
SEE TITLE BLOCK FOR COLOR

STANDARD UNIT IS NON-SWITCHED 2.
NEUTRAL. FOR SWITCHED NEUTRAL 
PLEASE CONSULT FACTORY

TYPE 3R CONSTRUCTION3.

NOT FOR INDOOR USE

COLOR/FINISH:

PRODUCT LABEL

TEMPTAP

FOR GENERATOR CABLES
HINGED SEPARATE DOOR

LOGO

SECTION

INCOMING &
OUTGOING

WIREWAY

AMP & VOLTAGE
NAMEPLATE

3-POINT LATCH
HANDLE WITH
PADLOCKABLE

HINGED DOOR

FRONT VIEW

  43.46  

  88.21  

  27.96  

REV. BY DATE DESCRIPTION

0 MAQ 12/30/2021 FOR REFERENCE

CENTER

OF MASS IS

APPROXIMATE

DISCONNECT SHORT CIRCUIT RATING

SWITCH 10kA

CIRCUIT BREAKER

35KAIC@240VAC

35KAIC@480VAC

35KAIC@600VAC

TABLE OF KAIC RATING

CUSTOMER CONDUIT
ENTRY AREA

LIFTING PAD
(2X)

REMOVABLE

VENTILATION LOUVERS
(2X)

RIGHT SIDE VIEW

TOP VIEW

  62.18  

  24.18  

CUSTOMER CONDUIT
ENTRY AREA

SOLID BOTTOM

BOTTOM VIEW

  65.79  

  21.79  

  64.29  
(4X)

.76 MOUNTING

  23.79  

CUSTOMER CONDUIT
ENTRY AREA

LEFT SIDE VIEW

  10.98  

  27.57  

FOR REFERENCE



  80.00  

  8.00    37.00  

  20.00  

  16.00  

  20.00  

GALV STEEL
801-1200A

TEMPTAP W/ DISCONNECT
GENERATOR INLET BOXPOWER SYSTEMS, INC.

3 PHASES + N + G

1050-16J-ASSY

12 GAUGE 

REFERENCE:
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THICKNESS:
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(951) 739-7000  (800) 922-4188

CORONA, CALIFORNIA

MATERIAL:

WITHOUT THE PERMISSION OF ESL.

4612-SERIESM
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L
:

WRINKLE GRAY (RAL 7035)

OR DISCLOSED IN WHOLE OR IN PART TO ANYONE 
OR WHEREWITH IS NOT TO BE REPRODUCED. USED 
THIS DOCUMENT AND THE DATA DISCLOSED HEREIN 

COLOR/FINISH:

(OPTIONAL)

FRONT VIEW
(DOOR AND DEADFRONT REMOVED)

GROUND LUG

NEUTRAL LUG

ENTRY AREA
CUSTOMER CONDUIT

ENTRY AREA
CUSTOMER CONDUIT

NEUTRAL

CURRENT TRANSFORMER

LOAD LUGS

GENERATOR CONNECTION
COLOR CODED: 
PER VOLTAGE

MALE INPUT CAMS FOR

1200A DISCONNECT
LABELED "GENERATOR"

REV. BY DATE DESCRIPTION

0 MAQ 12/30/2021 FOR REFERENCE

NEC 240.87 COMPLAINT

ARC FLASH REDUCTION SWITCH

(OPTIONAL)

WHILE CONNECTING AND

(DOOR REMOVED)
FRONT VIEW

FOR OPERATOR SAFETY
HINGED DEADFRONT

GENERATOR WIRING
DISCONNECTING 

REMOVABLE DEADFRONT
FOR OPERATOR SAFETY
WHILE CONNECTING AND
DISCONNECTING WIRING

RIGHT VIEW

CUSTOMER CONDUIT
ENTRY AREA

CIRCULATING FANS

  6.00  

24.00
TOP FEED

WIRE BENDING
SPACE

TOP VIEW

FOR REFERENCE


